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Experience the new X-Change module's unmatched flexibility. 

Customise your core bit and combine different barrel lengths and ring specifications for your wet concrete as well as dry masonry applications.

For unmatched flexibility we recommend to purchase at least two rings with one core bit
Diameters 52 – 202 mm, with X-Change modules

Choose your small diameter core bit 
Diameters 12 – 47 mm, without X-Change modules

Choose your perfect core bit. 
3 easy steps to customise your perfect core bit.

➀ Choose your diameter

➀ Choose your diameter

➁ Choose your barrel length

➁ Choose your barrel length

320 mm or 430 mm

320 mm or 430 mm
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➂  Choose the right ring specification  
for your base material

➂  Choose the right ring specification  
for your base material

LCS (Light Concrete Speed)
LCL (Light Concrete Lifetime)

LM (Light Masonry)

Connection end BI

Connection end BR

Connection end BI

Connection end BR

LCL (Light Concrete Lifetime)

LM (Light Masonry)

Scan this  
code to find
out more:

hilti.co.uk/ 
x-cm

https://www.hilti.co.uk/x-cm
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Choose your perfect core bit
➀ Choose your diameter
➁ Choose your barrel length
➂  Choose the right ring specification for your base material
For unmatched flexibility we recommend to purchase at least two rings with one  
core bit

Barrel length Base material

430 mm* 320 mm
     

                   Concrete
   

Masonry

➀ Barrel  
DD-BI 430 mm

Barrel  
DD-BI 320 mm

X-Change module 
DD-X LCS (Speed)

X-Change module 
DD-X LCL (Lifetime)

X-Change module 
DD-X LM (Masonry)

Order description Nominal 
diameter 

Packaging  
unit

Item number Item number Item number Item number Item number

DD-BI 52 LCS/LCL/LM 52 mm 1 pc 2088554 2088662 2088582 2088516 2088375
DD-BI 57 LCS/LCL/LM 57 mm 1 pc 2088555 2088663 2088493 2088517 -
DD-BI 62 LCS/LCL/LM 62 mm 1 pc 2088556 2088664 2088494 2088518 -
DD-BI 67 LCS/LCL/LM 67 mm 1 pc 2088557 2088665 2088495 2088519 2088376
DD-BI 72 LCS/LCL/LM 72 mm 1 pc 2088558 2088666 2088496 2088700 -
DD-BI 77 LCS/LCL/LM 77 mm 1 pc 2088559 2088667 2088497 2088701 2088377
DD-BI 82 LCS/LCL/LM 82 mm 1 pc 2088650 2088668 2088498 2088702 2096596
DD-BI 87 LCS/LCL/LM 87 mm 1 pc 2088651 2096528 2088499 2088703 2088378
DD-BI 92 LCS/LCL/LM 92 mm 1 pc 2088652 2088669 2088583 2088704 2088379
DD-BI 102 LCS/LCL/LM 102 mm 1 pc 2088653 2088670 2088584 2088705 2088620
DD-BI 107 LCS/LCL/LM 107 mm 1 pc - 2088671 2088585 2088706 -
DD-BI 112 LCS/LCL/LM 112 mm 1 pc 2088654 2088672 2088586 2088707 2088621
DD-BI 122 LCS/LCL/LM 122 mm 1 pc 2088655 2088673 2088587 2088708 2088622
DD-BI 132 LCS/LCL/LM 132 mm 1 pc 2088656 2088674 2088588 2088709 2088623
DD-BI 142 LCS/LCL/LM 142 mm 1 pc 2088657** 2088675 2088589 2088710 -
DD-BI 152 LCS/LCL/LM 152 mm 1 pc 2088658** 2088676 2088600 2088711 2088624
DD-BI 162 LCS/LCL/LM 162 mm 1 pc 2088659** 2088677 2088601 2088712 2088625
DD-BI 182 LCS/LCL/LM 182 mm 1 pc 2088660 - 2088602 2088713 -
DD-BI 202 LCS/LCL/LM 202 mm 1 pc 2088661 - 2088603 2088714 -

Diamond core bits DD-BI 52-202 LCS/LCL/LM

➁ ➂

Technical data
Base materials Concrete, Masonry

Change module Yes

Connection end BI+

Wet or dry operation Wet and Dry

Working length 320 mm - 430 mm

Applications
■ Wet coring in reinforced concrete and natural stone using  

rig-based drilling systems 
■ Hand-held dry diamond drilling applications on masonry 

Advantages
■ Unmatched flexibility: pick and mix your ring specifications and 

turn your X-Change module barrel into a dedicated dry core bit 
for masonry or a dedicated wet core bit for concrete right on the 
jobsite in just a few minutes – a simple screwdriver is all  
you need 

■ Save 50% space and 50% weight – thanks to Hilti X-Change 
modules you can fit all the diameters you need into a light and 
convenient Hilti soft bag 

■ Hilti BI+ quick-release connection lets you change core bits in 
seconds – no tools required (keyless system)

■ Save time in difficult situations: provides an easy way to release 
stuck cores and core bits 

■ The new Hilti X-Change module (from 52 mm diameter) lets you 
re-tip core bits directly on the jobsite in few minutes using a 
simple screwdriver 

* For DD 120, do not use 430 mm barrel lengths
**  Not recommended to use 430 mm barrels with LM rings in hand-held applications

https://www.hilti.co.uk/diamond-coring-and-sawing/diamond-drilling-consumables/r3922320
https://www.hilti.co.uk/diamond-coring-and-sawing/diamond-drilling-consumables/r3922348
https://www.hilti.co.uk/diamond-coring-and-sawing/diamond-drilling-consumables/r3016184
https://www.hilti.co.uk/diamond-coring-and-sawing/diamond-drilling-consumables/r3016137
https://www.hilti.co.uk/diamond-coring-and-sawing/diamond-drilling-consumables/r3015938
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Choose your perfect core bit
➀ Choose your diameter
➁ Choose your barrel length
➂  Choose the right ring specification for your base material
For unmatched flexibility we recommend to purchase at least two rings with one  
core bit

Barrel length Base material

430 mm* 320 mm
     

                   Concrete
   

Masonry

➀ Barrel  
DD-BR 430 mm

Barrel  
DD-BR 320 mm

X-Change module 
DD-X LCS (Speed)

X-Change module 
DD-X LCL (Lifetime)

X-Change module 
DD-X LM (Masonry)

Order description Nominal 
diameter 

Packaging  
unit

Item number Item number Item number Item number Item number

DD-BR 52 LCS/LCL/LM 52 mm 1 pc 2122051 2121974 2088582 2088516 2088375
DD-BR 57 LCS/LCL/LM 57 mm 1 pc 2122052 2121975 2088493 2088517 -
DD-BR 62 LCS/LCL/LM 62 mm 1 pc 2122053 2121976 2088494 2088518 -
DD-BR 67 LCS/LCL/LM 67 mm 1 pc 2122054 2121977 2088495 2088519 2088376
DD-BR 72 LCS/LCL/LM 72 mm 1 pc 2122055 2121978 2088496 2088700 -
DD-BR 77 LCS/LCL/LM 77 mm 1 pc 2122056 2121979 2088497 2088701 2088377
DD-BR 82 LCS/LCL/LM 82 mm 1 pc 2122057 2122040 2088498 2088702 2096596
DD-BR 87 LCS/LCL/LM 87 mm 1 pc 2122058 2122041 2088499 2088703 2088378
DD-BR 92 LCS/LCL/LM 92 mm 1 pc 2122059 2122042 2088583 2088704 2088379
DD-BR 102 LCS/LCL/LM 102 mm 1 pc 2122060 2122043 2088584 2088705 2088620
DD-BR 107 LCS/LCL/LM 107 mm 1 pc - 2122044 2088585 2088706 -
DD-BR 112 LCS/LCL/LM 112 mm 1 pc 2122061 2122045 2088586 2088707 2088621
DD-BR 122 LCS/LCL/LM 122 mm 1 pc 2122062 2122046 2088587 2088708 2088622
DD-BR 132 LCS/LCL/LM 132 mm 1 pc 2122063 2122047 2088588 2088709 2088623
DD-BR 142 LCS/LCL/LM 142 mm 1 pc 2122064 2122048 2088589 2088710 -
DD-BR 152 LCS/LCL/LM 152 mm 1 pc 2122065 2122049 2088600 2088711 2088624
DD-BR 162 LCS/LCL/LM 162 mm 1 pc 2122066 2122050 2088601 2088712 2088625
DD-BR 182 LCS/LCL/LM 182 mm 1 pc 2122067 - 2088602 2088713 -
DD-BR 202 LCS/LCL/LM 202 mm 1 pc 2122068 - 2088603 2088714 -

➁ ➂

Diamond core bits DD-BR 52-202 LCS/LCL/LM

Technical data
Base materials Concrete, Masonry

Change module Yes

Connection end BR (1/2 in)

Wet or dry operation Wet and Dry

Working length 320 mm - 430 mm

Applications
■ Wet coring in reinforced concrete and natural stone using  

rig-based drilling systems 
■ Hand-held dry diamond drilling applications on masonry 

Advantages
■ Unmatched flexibility: pick and mix your ring specifications and 

turn your X-Change module barrel into a dedicated dry core bit 
for masonry or a dedicated wet core bit for concrete right on the 
jobsite in just a few minutes – a simple screwdriver is all  
you need 

■ Save 50% space and 50% weight – thanks to Hilti X-Change 
modules you can fit all the diameters you need into a light and 
convenient Hilti soft bag 

■ Save time in difficult situations: provides an easy way to release 
stuck cores and core bits 

■ The new Hilti X-Change module (from 52 mm diameter) lets you 
re-tip core bits directly on the jobsite in few minutes using a 
simple screwdriver 

* For DD 120, do not use 430 mm barrel lengths 
**  Not recommended to use 430 mm barrels with LM rings in hand-held applications

https://www.hilti.co.uk/diamond-coring-and-sawing/diamond-drilling-consumables/r3016184
https://www.hilti.co.uk/diamond-coring-and-sawing/diamond-drilling-consumables/r3016137
https://www.hilti.co.uk/diamond-coring-and-sawing/diamond-drilling-consumables/r3015938
https://www.hilti.co.uk/2122051
https://www.hilti.co.uk/2122052
https://www.hilti.co.uk/2122053
https://www.hilti.co.uk/2122054
https://www.hilti.co.uk/2122055
https://www.hilti.co.uk/2122056
https://www.hilti.co.uk/2122057
https://www.hilti.co.uk/2122058
https://www.hilti.co.uk/2122059
https://www.hilti.co.uk/2122060
https://www.hilti.co.uk/2122061
https://www.hilti.co.uk/2122062
https://www.hilti.co.uk/2122063
https://www.hilti.co.uk/2122064
https://www.hilti.co.uk/2122065
https://www.hilti.co.uk/2122066
https://www.hilti.co.uk/2122067
https://www.hilti.co.uk/2122068
https://www.hilti.co.uk/2121974
https://www.hilti.co.uk/2121975
https://www.hilti.co.uk/2121976
https://www.hilti.co.uk/2121977
https://www.hilti.co.uk/2121978
https://www.hilti.co.uk/2121979
https://www.hilti.co.uk/2122040
https://www.hilti.co.uk/2122041
https://www.hilti.co.uk/2122042
https://www.hilti.co.uk/2122043
https://www.hilti.co.uk/2122044
https://www.hilti.co.uk/2122045
https://www.hilti.co.uk/2122046
https://www.hilti.co.uk/2122047
https://www.hilti.co.uk/2122048
https://www.hilti.co.uk/2122049
https://www.hilti.co.uk/2122050
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Diamond core bits DD-BI 12-47 LCL/LM

Choose your small diameter core bit
➀ Choose your diameter
➁ Choose your barrel length
➂  Choose the right specification for your base material

   
Concrete

   
Masonry

➀ ➁ Core bit  
DD-BI LCL < 52 mm

 (Lifetime)

Core bit  
DD-BI LM < 52 mm

 (Masonry)

Order description Nominal 
diameter 

Barrel 
length

Packaging  
unit

Item number Item number

DD-BI 25/250 LCL 25 mm 250 mm 1 pc 2098159 -
DD-BI 28/250 LCL 28 mm 250 mm 1 pc 2098160 -
DD-BI 30/250 LCL 30 mm 250 mm 1 pc 2098161 -
DD-BI 32/250 LCL 32 mm 250 mm 1 pc 2098162 -

DD-BI 12/320 LCL/LM 12 mm 320 mm 1 pc 2097879 -
DD-BI 14/320 LCL/LM 14 mm 320 mm 1 pc 2098111 -
DD-BI 16/320 LCL/LM 16 mm 320 mm 1 pc 2098113 -
DD-BI 18/320 LCL/LM 18 mm 320 mm 1 pc 2098114 -
DD-BI 20/320 LCL/LM 20 mm 320 mm 1 pc 2098116 -
DD-BI 22/320 LCL/LM 22 mm 320 mm 1 pc 2098118 -
DD-BI 24/320 LCL/LM 24 mm 320 mm 1 pc 2098119 -
DD-BI 25/320 LCL/LM 25 mm 320 mm 1 pc 2098120 -
DD-BI 28/320 LCL/LM 28 mm 320 mm 1 pc 2098122 -
DD-BI 30/320 LCL/LM 30 mm 320 mm 1 pc 2098124 -
DD-BI 32/320 LCL/LM 32 mm 320 mm 1 pc 2098125 -
DD-BI 35/320 LCL/LM 35 mm 320 mm 1 pc 2099712 -
DD-BI 37/320 LCL/LM 37 mm 320 mm 1 pc 2099713 3532085
DD-BI 40/320 LCL/LM 40 mm 320 mm 1 pc 2099714 -
DD-BI 42/320 LCL/LM 42 mm 320 mm 1 pc 2099715 3532086
DD-BI 47/320 LCL/LM 47 mm 320 mm 1 pc 2099716 -

DD-BI 35/430 LCL/LM 35 mm 430mm* 1 pc 2099717 -
DD-BI 37/430 LCL/LM 37 mm 430mm* 1 pc 2099718 -
DD-BI 40/430 LCL/LM 40 mm 430mm* 1 pc 2099719 -
DD-BI 42/430 LCL/LM 42 mm 430mm* 1 pc 2099780 -
DD-BI 47/430 LCL/LM 47 mm 430mm* 1 pc 2099781 -

* For DD 120, do not use 430 mm barrel lengths

➂

Technical data
Base materials Concrete, Concrete soft, Concrete

medium, Masonry
Change module Yes

Connection end BI+

Wet or dry operation Wet

Working length 250 mm - 320 mm

Applications
■ Wet coring in reinforced concrete and natural stone using  

rig-based drilling systems 

Advantages
■ Robust laser-welded LCL segments optimised for lifetime and 

roof-shaped for easy hole-starting
■ Roof-shaped segments for optimum hole-starting behaviour
■ Hilti BI+ quick-release connection lets you change core bits in 

seconds – no tools required (keyless system)

https://www.hilti.co.uk/2018959
https://www.hilti.co.uk/2018160
https://www.hilti.co.uk/2018960
https://www.hilti.co.uk/2018962
https://www.hilti.co.uk/2097879
https://www.hilti.co.uk/2098111
https://www.hilti.co.uk/2098113
https://www.hilti.co.uk/2098114
https://www.hilti.co.uk/2098116
https://www.hilti.co.uk/2098118
https://www.hilti.co.uk/2098119
https://www.hilti.co.uk/2098120
https://www.hilti.co.uk/2098122
https://www.hilti.co.uk/2098124
https://www.hilti.co.uk/2098125
https://www.hilti.co.uk/2099712
https://www.hilti.co.uk/2099713
https://www.hilti.co.uk/2099714
https://www.hilti.co.uk/2099715
https://www.hilti.co.uk/2099716
https://www.hilti.co.uk/2099717
https://www.hilti.co.uk/3532085
https://www.hilti.co.uk/3532086
https://www.hilti.co.uk/2099718
https://www.hilti.co.uk/2099719
https://www.hilti.co.uk/2099780
https://www.hilti.co.uk/2099781
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Diamond core bits DD-BR 12-47 LCL/LM

Choose your small diameter core bit
➀ Choose your diameter
➁ Choose your barrel length
➂  Choose the right specification for your base material

   
Concrete

➀ ➁ Core bit  
DD-BR LCL < 52 mm

 (Lifetime)

Order description Nominal 
diameter 

Barrel 
length

Packaging  
unit

Item number

DD-BR 12/320 LCL 12 mm 320 mm 1 pc 2098137
DD-BR 14/320 LCL 14 mm 320 mm 1 pc 2098138
DD-BR 16/320 LCL 16 mm 320 mm 1 pc 2098139
DD-BR 18/320 LCL 18 mm 320 mm 1 pc 2098140
DD-BR 20/320 LCL 20 mm 320 mm 1 pc 2098141
DD-BR 22/320 LCL 22 mm 320 mm 1 pc 2098142
DD-BR 24/320 LCL 24 mm 320 mm 1 pc 2098143
DD-BR 25/320 LCL 25 mm 320 mm 1 pc 2098144
DD-BR 28/320 LCL 28 mm 320 mm 1 pc 2098145
DD-BR 30/320 LCL 30 mm 320 mm 1 pc 2098146
DD-BR 32/320 LCL 32 mm 320 mm 1 pc 2098147
DD-BR 35/320 LCL 35 mm 320 mm 1 pc 2110910
DD-BR 37/320 LCL 37 mm 320 mm 1 pc 2110911
DD-BR 40/320 LCL 40 mm 320 mm 1 pc 2110912
DD-BR 42/320 LCL 42 mm 320 mm 1 pc 2110913
DD-BR 47/320 LCL 47 mm 320 mm 1 pc 2110914

DD-BR 35/430 LCL 35 mm 430mm* 1 pc 2099804
DD-BR 37/430 LCL 37 mm 430mm* 1 pc 2099805
DD-BR 40/430 LCL 40 mm 430mm* 1 pc 2099806
DD-BR 42/430 LCL 42 mm 430mm* 1 pc 2110918
DD-BR 47/430 LCL 47 mm 430mm* 1 pc 2110919

* For DD 120, do not use 430 mm barrel lengths

➂

Technical data
Base materials Concrete, Concrete medium, 

Concrete soft
Change module No

Connection end BR (1/2 in)

Wet or dry operation Wet

Working length 320 mm - 430 mm

Applications
■ Wet coring in the 35 - 202 mm diameter range in reinforced  

concrete and natural stone using rig-based drilling systems

Advantages
■ Robust laser-welded LCL segments optimized for lifetime and 

roof-shaped for easy hole-starting
■ Roof-shaped segments for optimum hole-starting behaviour

https://www.hilti.co.uk/2098137
https://www.hilti.co.uk/2098138
https://www.hilti.co.uk/2098139
https://www.hilti.co.uk/2098140
https://www.hilti.co.uk/2098141
https://www.hilti.co.uk/2098142
https://www.hilti.co.uk/2098143
https://www.hilti.co.uk/2098144
https://www.hilti.co.uk/2098145
https://www.hilti.co.uk/2098146
https://www.hilti.co.uk/2098147
https://www.hilti.co.uk/2110910
https://www.hilti.co.uk/2110911
https://www.hilti.co.uk/2110912
https://www.hilti.co.uk/2110913
https://www.hilti.co.uk/2110914
https://www.hilti.co.uk/2099804
https://www.hilti.co.uk/2099805
https://www.hilti.co.uk/2099806
https://www.hilti.co.uk/2110918
https://www.hilti.co.uk/2110919
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Order description Nominal  
diameter 

Working  
length

Packaging  
unit

Item number

Starting aid DD-SA 52 52 mm 250 – 430 mm 1 Pc 2069664
Starting aid DD-SA 67 67 mm 250 – 430 mm 1 Pc 2069667
Starting aid DD-SA 77 77 mm 250 – 430 mm 1 Pc 2069669
Starting aid DD-SA 82 82 mm 250 – 430 mm 1 Pc 2069900
Starting aid DD-SA 87 87 mm 250 – 430 mm 1 Pc 2069901
Starting aid DD-SA 92 92 mm 250 – 430 mm 1 Pc 2069902
Starting aid DD-SA 102 102 mm 250 – 430 mm 1 Pc 2069903
Starting aid DD-SA 112 112 mm 250 – 430 mm 1 Pc 2069904
Starting aid DD-SA 122 122 mm 250 – 430 mm 1 Pc 2069905
Starting aid DD-SA 132 132 mm 250 – 430 mm 1 Pc 2069906
Starting aid DD-SA 152 152 mm 250 – 430 mm 1 Pc 2069908
Starting aid DD-SA 162 162 mm 250 – 430 mm 1 Pc 2069909

Starting aid DD-SA

Accessories
Order description Packaging  

unit
Item number

Bit box DD-X-CM-BOX 1 pc 2116448

Screwdriver S-SD SL 1,2 x 7,0  
Comfortable accessory to easily detach the X-Change module rings  
from the barrel

1 pc 2039278

Technical data
For use with Core bits LM, HDMU

Applications
■ Diamond drilling applications with hand-held tools

Advantages
■ Easy, precise hole starting
■ Fits all Hilti core bits for hand-held use: LM, HDMU
■ The telescopic mechanism allows adjustment of the length of 

the starting aid to the length of the Hilti core bit in one  
simple step

https://www.hilti.co.uk/2069664
https://www.hilti.co.uk/2069667
https://www.hilti.co.uk/2069669
https://www.hilti.co.uk/2069900
https://www.hilti.co.uk/2069901
https://www.hilti.co.uk/2069902
https://www.hilti.co.uk/2069903
https://www.hilti.co.uk/2069904
https://www.hilti.co.uk/2069905
https://www.hilti.co.uk/2069906
https://www.hilti.co.uk/2069908
https://www.hilti.co.uk/2069909
https://www.hilti.co.uk/2116448
https://www.hilti.co.uk/2039278
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Aberdeen AB25 3LG
Birmingham B6 4EX
Brentford TW8 9EX
Bristol BS3 2LD
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Edmonton     N18 3AL 
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Glasgow G5 8SG
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Medway ME2 4GU
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Portsmouth PO4 8DF
Sheffield S9 2AL
Slough  SL1 4QA
Southwark SE1 0UE
Stratford E16 4TL
Teesside TS18 2AD

Hilti (Gt. Britain) Limited | 1 Trafford Wharf Road | Trafford Park | Manchester | M17 1BY
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Hilti. Outperform. Outlast.
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